
CO2 Dragster Competition Rules and Regulations    Tech 7 – Gault 

Name _____________________________________    Date _____________ 

Rules 

1. One dragster per student. 

2. Each student must design, construct, finish, and race their own dragster. 

3. All cars must be complete before racing (no wet paint) 

4. Student will not be able to adjust or modify their dragster after registration. 

Materials Required 

1. One piece all wood construction – no add-ons or glued pieces.  Bock provided. 

2. The Dragster must have 4 wheels (all must move) in relation to the specifications. 

3. Lubrication can be used if not excessive to affect other cars. 

4. Axles and wheels will be supplied. 

Specifications 

1. Blank block 12” x 1 5/8” x 2 3/8” x 3/4” (looks like a big door stop) 

2. Axles need to be 8” apart. 

3. The rear axle needs to be 1” from the back of the car. 

4. Axles need to be 1/4” from the bottom of the car. 

5. The axle hole diameter is 1/8”. 

6. CO2 cartridge placement. 

a. 3/4” hole 

b. Center of the hole is 1 1/4” from the bottom of the car 

c. Hole depth is 2 3/4” 

7. CO2 cartridge cannot be exposed except at the rear of the car with at least 1/8” wood 

surrounding the cartridge at all points. 

8. Weight of the car cannot exceed 170 grams (6 oz.) or be less than 65 grams (2.3 oz.) 

9. All cars must be able to attach 2 eye screws on the bottom of the car between the wheels. 

Designing the dragster 

1. Use SketchUp to draw the blank. 

a. If you need the blank done for you, a download is available. 

2. Continue using SketchUp to trim the blank block into the shape you want. 

3. Final curves can be adjusted as you make the real dragster. 

Grading 

1. All cars will be scored based upon the given rubric.  

2. All cars will be expected to race. 

3. Winning cars will receive a bonus grade. 


